
Part 
Number

OCL(uH Min)
@ 100kHz, 0.1V

Turns Ratio ( 2%)
Insertion Loss

(dB Max)
DCR (Ω)

With 8mA DC Bias 100-300MHz      Primary

MHSC-1624S 350 -3.0 0.6max

   Secondary

1.2 max

Part 
Number

MHSC-1624S

Cross Talk
(dB Min) HI-POT

(Vrms)

-35 2000

DMRR

(dB Min)

1-100MHz

-40

30MHz

Isolation
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MECHANICAL

SCHEMATICS

1/1

●  Designed to meet IEEE802.3 

●  Solderability: Conforms to ANSI/J-STD-002, 245°C reflow peak temperature per IPC/EIA J-STD-003A

●  Operating Temp: -40°C to +70°C

●  Storage Temp: -40°C to +85°C

Electrical Specifications @25°C

Electrical Specifications @25°C

Unless otherwise specified, all tolerances are±0.25
Dimensions: mm

±

RoHS

            REVISED 11/23/11
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-30

100MHz

Return Loss
(dB Min)

     1MHz

-18

   60MHz

-18

     30MHz

-24

   90MHz

-15

1:1

1:2.5

RX

1:2.5 1:1

TX

Leakage Inductance

0.8uH max

10KHz 0.1Vrms

Cww(Pri:Sec)

30

(pF Max)
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